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45 series tubular separator is mainly used in lab separation system . There are two type of
separator as follow :

45 GQLY separator can be mainly used in separation of suspended liquid difficult to be

separated especially in separation of thin concentration fine particles , and in separation of suspended

liquid of which the specific gravity difference between solid liquid phases is very small.
45 GFLB separator can be mainly used in separating of industrial emulsion difficult to be

separated, especially suitable in separation of liquid liquid with very small 2 phases specific gravity

difference, and in separation of liquid liquid solid 3 phases containing small impurity.

Main Parameter :

Type 45

Diameter (mm) 45

Bowl Speed (r/min) 10000-28000

Bowl Volume (L) 0.4

Separating Factors (ω2.r/g) --19800

Though output Capacity (L/h) ～100

Motor Power (kw) 0.4 Monomial

Weight (kg) 90

Dimension (mm) L×W×H 500×420×760
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GQLY series tubular separator is the improved one on the base of original machine type . All
the machine types of various usage can be designed into the swinging type tubular separator.
After separation, turn the machine cylinder90oin clockwise, put out the bowl horizontally and
then put it on the operation table specially made of stainless steel, and wipe out the solid
phase .This machine has solved the problem of great labour intensity, it is convenient to be
used,to be operated by women workers. This machine is a new kind machine type with the
most brightful development future.

Main Parameter :

Type 105 125 150

Diameter (mm) 105 125 142

Bowl Speed (r/min) 16300 15000 13400

Bowl Volume (L) 6 8 10

Separating Factors (ω2.r/g) 15700 15600 14300

Though output Capacity (L/h) 1200 1500 2500

Motor Power (kw) 2-2.2 2-3 2-3.0

Weight (kg) 450 470 500

Dimension(mm) L×W×H 840×450×1550 840×450×1600 1020×600×1600











DHSYS380
Production capacity: 1500-2000L/h
Bowl speed: 7069rpm
Motor power: 7.5Kw
Net weight: 810kg
Gross weight: 850kg
Overall size: 1500×1100×1500mm (LXWXH)

DHSYS500
Production capacity: 4000-4500L/h
Bowl speed: 6626rpm
Motor power: 15Kw
Net weight: 1560kg
Gross weight: 1600kg
Overall size: 1770×1500×1855mm (LXWXH)

DHSYS550
Production capacity: 8000-9500L/h
Bowl speed: 6147rpm
Motor power: 22Kw
Net weight: 2200kg
Gross weight: 2250kg
Overall size: 1970×1560×1970mm (LXWXH)





Motor power: 4Kw
Net weight: 650kg
Overall size: 1050×1080×1450mm (LXWXH)

DHKYS 380
Production capacity: 3000-4000L/h
Bowl speed: 7069rpm
Motor power: 7.5Kw
Net weight: 810kg
Overall size: 1500×1100×1500mm (LXWXH)

DHKYS 500
Production capacity: 4200-5400L/h
Bowl speed: 6626rpm
Motor power: 15Kw
Net weight: 1560kg
Overall size: 1772×1500×1855mm (LXWXH)
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DHNRS series disc centrifuge is one of the most precision equipment in milk production plant. It
is mainly used in degrease and clarification of milk. It can also be used in the similar separation
material clarif ication and purity. All the contact parts with material are made in stainless steel.
According with the requirement of food sanitation.

The design, manufacturing and inspection of the centrifuge are according with the national
standard GB10897 and GB10898.
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DHNRS 270
Production capacity: 1000-2000L/h
Bowl speed: 7302rpm
Motor power: 4Kw
Net weight: 550kg
Overall size: 950×950×1250mm (LXWXH)

DHNRS 380
Production capacity: 2000-3000L/h
Bowl speed: 7069rpm
Motor power: 7.5Kw
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